: SAILSETC _ Rigging Plan BOOM-H-SE
, Headsail Boom Kit - One Metre
/ 2014 also useful for 36"R-class
f contents SAILSetc product reference no

4 400 mm SAILSetc boom section SPAR-SE-400
i bowsie 57C
sail eyelets x 2 78
‘0’ ring 82-010
- hook 878
plastic ball . 88-005
/ headsail boom fitting, forward end, with 8 mm pan head screw 101D
headsail boom fitting, aft end 101F
boom track slide and clew hook 1044
sheet attachment, adjustable 104D
allen key &
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v Avi completed booms
The 1.9 mm diameter hole to attach the headsail
=== swivel hook is not drilled in completed booms.
B Pl i > E F This allows you to place the hole and hook at the
optimum pasition. The Dyneema cord is protected
from the sharp edges of the holes by two sail
60 | Boo | 388 | 400 185 eyelets, one each side.
Alternatively you could use SAILSetc item 120d, the
25 | 271 | 350 | 3%0 | llo headsail boom swive! with ball race. This is the
preferred option for No 2 and 3 rigs on SAlLSetc One JMﬂer LE A=
Metres. It keeps the boom low to the deck while EXTEA.
S | 233|300 | 310 | 70 | alowingit to rotate with itle fiction. k




